	AERIAL LIFT PRE-USE INSPECTION CHECKLIST

Operator: 

Date:

Hour Meter Reading:



	N/A
	Satisfactory
	Comments
	Visual Checks

	
	
	
	Check inspection due date sticker:  not readable, missing, inspection date expired

	
	
	
	Overall cleanliness

	
	
	
	Capacity indicator:  operation

	
	
	
	Tie rods and linkage:  bent, cracked, loose

	
	
	
	Brakes:  linkage, reservoir fluid level, leaks debris on floor

	
	
	
	Tires and wheels:  wear, damage, nuts tight

	
	
	
	Control levers:  loose, binding, freely return to neutral

	
	
	
	Axles:  wear, bent, cracked, loose

	
	
	
	Outriggers: bent, cracked, loose

	
	
	
	Frame:  bent, cracked

	
	
	
	Radiator:  level, dirty, leaks

	
	
	
	Battery:  connections loose,  charge 

	
	
	
	Engine:  runs rough, noisy, leaks

	
	
	
	Steering:  loose/binding, leaks, operation 

	
	
	
	Hydraulic oil:  level, dirty, leaks

	
	
	
	Muffler and exhaust system:  leaks mounting and damage

	
	
	
	Fuel supply:  adequate quantity

	
	
	
	Warning devices (lights, buzzers, etc.):  mounting, operation

	
	
	
	Ground control panel:  operation

	
	
	
	Hose and cable guards:  mounting and bent

	
	
	
	Tilt alarm switch:  mounting, operation

	
	
	
	Cowling and latches:  mounting, operation

	
	
	
	Counterweight:  mounting

	
	
	
	Data plate:  not readable, missing

	
	
	
	Boom sections:  bent, cracked, leaks, loose parts, operation

	
	
	
	Platform footswitch:  protective cover, operation

	
	
	
	Platform assembly:  loose parts, binding, leaks

	
	
	
	Warning decals and operator manuals:  missing, not readable

	
	
	
	Fall protection equipment (including anchorage point)


Explanation of problems marked above:
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