	FORKLIFT PRE-USE INSPECTION CHECKLIST

Operator:


Date:


Hour meter reading:

	N/A
	Satisfactory
	Comments
	Visual Checks

	
	
	
	Check inspection due date sticker:  not readable, missing, inspection date expired

	
	
	
	Tires and wheels:  damage, wear, nuts tight

	
	
	
	Lights:  damage, mounting, and operation

	
	
	
	Gauges and instruments:  damage, operation

	
	
	
	Operator restraints:  damage, mounting, operation, oily, dirty

	
	
	
	Warning decals and operator manuals:  missing, not readable

	
	
	
	Data plates:  not readable, missing

	
	
	
	Overhead guards:  bent, cracked, loose, missing

	
	
	
	Load back rest:  bent, cracked, loose, missing

	
	
	
	Forks:  bent, cracked, loose, missing

	
	
	
	Engine oil:  level, dirty, leaks

	
	
	
	Hydraulic oil:  level, dirty, leaks

	
	
	
	Radiator:  level, dirty, leaks

	
	
	
	Battery:  connections loose, charge

	
	
	
	Covers and sheetmetal:  damaged, missing

	
	
	
	Brakes:  linkage, reservoir fluid levels, leaks

	
	
	
	Engine:  runs rough, noisy, leaks

	
	
	
	Steering:  loose/binding, leaks, operation

	
	
	
	Service Brake:  linkage loose/binding, stops, grabs

	
	
	
	Parking Brake:  loose/binding, adjustment

	
	
	
	Seat Brake:  loose/binding, operational, adjustment

	
	
	
	Horn:  operation

	
	
	
	Backup Alarm:  mounting, operation

	
	
	
	Lift/Lower:  loose or binding, excessive drift, leaks

	
	
	
	Tilt:  loose or binding, excessive drifting, “chatter, leaks

	
	
	
	Attachments:  mounting, damaged, operation, leaks, approved match

	
	
	
	Battery Test:  indicator in green while holding full forward tilt

	
	
	
	Fuel:  check level

	
	
	
	Control levers:  loose or binding, freely returns to neutral

	
	
	
	Directional controls:  loose or binding, returns to neutral easily


Explanation of problems marked above:
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