OVERHEAD CRANE AND RIGGING

PRE-USE INSPECTION CHECKLIST
Operator:

Date:

Crane Number:


	N/A
	Satisfactory
	Comments
	Visual Checks

	Overhead Crane Checklist

	
	
	
	Main and auxiliary hoists: 

	
	
	
	· loose parts, leaks, deformations

	
	
	
	· operational

	
	
	
	Hooks:

	
	
	
	· swivels freely

	
	
	
	· free from cracks, nicks, gouges, bending, twisting, or increased throat openings

	
	
	
	· throat latch operates freely

	
	
	
	Trolley and bridge:

	
	
	
	· operational*

	
	
	
	Housekeeping: 

	
	
	
	· clear space in lift and operation areas

	
	
	
	Ladders and landings: 

	
	
	
	· loose parts, damaged structure

	
	
	
	Oil leaks:

	
	
	
	· check for deterioration or leaking in lines, tanks, valves.  Check for oil deposits below the crane.

	
	
	
	Brakes:  

	
	
	
	· operational* (travel, control and holding)

	
	
	
	Inspection tag:

	
	
	
	· Check the “Next Date of Inspection Tag” sticker for due date 

	
	
	
	Fire extinguisher: 

	
	
	
	· location

	
	
	
	· proper type

	
	
	
	· verify fully charged

	
	
	
	Controls:  

	
	
	
	· operational*

	
	
	
	Pendant:

	
	
	
	· damage, wear

	
	
	
	· non-restrained

	
	
	
	Upper limits:

	
	
	
	· no load, operational check, while proceeding very slowly into the limits (do not test upper limits of the hoist if equipped with a slip clutch)

	*Operational:  no hesitation, vibration, binding, unusual noise, or other irregularity

	Rigging Hardware Checklist

	N/A
	Satisfactory
	Comments
	Visual Checks

	
	
	
	Shackles, eyebolts, wire rope clamps, rigging hooks:

	
	
	
	· damage, corrosion, wear, no deformation

	
	
	
	· improper size

	
	
	
	· loose fasteners, fit of pin

	
	
	
	· non-shouldered eyebolts (prohibited)

	
	
	
	Slings (wire rope and synthetic fiber):

	
	
	
	· manufacturer’s label or rating tags

	
	
	
	· proof of yearly inspection

	
	
	
	· kinking, cracking, crushing, corrosion, destranding, birdcaging, broken or cut stands or fibers

	
	
	
	Chain slings:

	
	
	
	· manufacturer’s label or rating tags

	
	
	
	· proof of yearly inspection 

	
	
	
	· grade “A” chain

	
	
	
	· evidence of heat damage, wear, cracking

	
	
	
	Synthetic slings:

	
	
	
	· acid, phenolic or caustic attack, melting or charring

	
	
	
	· holes, tears, cuts, or snags, broken or worn stitching, excessive abrasive wear

	
	
	
	· broken fittings, crushing, cracking

	

	
	
	Below the hook lifting devices:

	
	
	
	· structural deformation, cracks, or excessive wear on any part of the lifting

	
	
	
	· loose or missing guards, fasteners, covers, stops, or nameplates

	
	
	
	· maladjustments that interfere with all functional operating mechanisms

	
	
	
	· mechanisms and automatic hold and release mechanisms

	
	
	
	· deformation, cracks, loose fasteners and excessive wear on all load-carrying portions of the device

	*Operational:  no hesitation, vibration, binding, unusual noise, or other irregularity


Explanation of Problems:
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