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	WP#


	Activity/ Location



	Adequate at installation
	CRITERIA:

	
	1.
The glovebag is free of holes, tears, or defects in materials.

	
	2.
Components and surfaces inside the glovebag are covered to minimize decontamination.

	
	3.
The containment is protected from sharp objects, internal and external.

	
	4.
The glovebag and installed service sleeves are properly supported.

	
	5.
The gloves are properly attached and free of cracks, splits, and holes.

	
	6.
The glovebag seal to the component is adequate and inside seals are used   (if possible).

	
	7.
The glovebag is properly aligned to allow access to the work.

	
	8.
If a drain is used, it is located in the low point of the glovebag, is unobstructed, and is securely fastened to an appropriate collection system.

	
	9.
If a vacuum cleaner is used with the glovebag, it is HEPA-filtered and has a current efficiency test.

	
	10.
Other:



	Comments:


INSTALLER(S):
________________________________
DATE: ______________________


_______________________________
DATE: ______________________

INSPECTORS:
BM ___________________________
DATE: ______________________



RCTS _________________________
DATE: ______________________



RCT __________________________
DATE: ______________________

DAILY/ PRE-USE INSPECTIONS (Certifying above criteria and proper ventilation flow prior to use).

	DATE
	TIME
	SIGNATURE
	DATE
	TIME
	SIGNATURE

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


DE-CERTIFIED (Posted as “Restricted Access”: (RCT) __________________________
DATE: ________

REMOVED for disposal (RCT): _______________________________________
DATE: ________
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